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BCM b-series mgle pint dad ells a& mde © duble-parallel knding-beam wrking pinciples. These dad ells
are wdely sed n aplications wich dake se 6 ust oe dad ell iked & he enter 6 e wighing patform. kide
out & lgh ganlity &uminum #doy 166H) o tainless teel 169H), 66/169H mgle pint dad ells 6fr slutions
to eneral busehold wighing eévices, sch a Kchen sales, prsonal sales, ad é&ctronic klances.

166H/169H mdel an b egarded & e dnger ersion & 66G/169G mdel. They @ asy @ nstall ad @
replace.
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Mod: 166H Acc: 0.05%FS

excitation+, (red)

signal-, (white)

excitation-, (black)

+ ® signal+, (green)
\a'—o shielding screen

12.7

O0D00I000OOdn

s A 166H: 0.3, 0.5, 0.7, 1, 2, 3, 5, 7, 10, 20, 30, 50, 70
169H: 20, 30, 50, 70, 100, 200

safe overload %FS 150

ultimate overload %FS 200 (169H), 300 (166H)

output sensitivity mV/V 166H: 1.0 £ 0.1
169H2.0 = 0.2

combined error %FSO + 0.05

non-linearity %FSO + 0.05

hysteresis %FSO + 0.05

repeatability %FSO + 0.05

creep %FSO/30 mint. 0.03

zero unbalance %FSO + 1.5 (for 169H), £+ 5 (for 166H)

excitation voltage Vdc 5, ..., 10

maximum excitation Vdc 15

input resistance © 1060 + 50 (standar@d)y 410

output resistance © 1000 = 50 (standard); 350 = 10

insulation resistance M© "e2000@50 Vdc

operating temperature| rahge -20 ~ +60

compensated tempera uré€ range -10 ~ +50

temperaturdicieaft ANgP%FSO/°C + 0.01

temperaturdicieaft of ZERBESO/°C £ 0.01

oirenesbricsasi s aE cable 4-core §hielded PVC cable
cable diamie3e8: mm; length: 250 mm

The listed specifications are subject to change without prior notice.
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code model
166H 166H code special requests informatfion
LEw 169H Cc* This code C* only applies when
206 a capacity custom.basspec.iabquesvvshich
KC3,KC5,[KO3Rg, 5kg, O7kg (166H) ared noF mcIudzd in the standard
KD1,KD2 [KRg3 kg, kg (L66H) ordering code.
KD5, KD 7| 8kg 1%kg, 10kg (L66H) =

Withthiscodecustomeandefine
KE2,KE3 |20kg, kg (L66H,169H) specificatoomequesissepargte
KES5,KE7 |50kg, ©kg (L66H,169H) linewithC*addetlotheendofthe
KF1, KF2|100kg, D0kg (L69H) ordering code.

a e vt Theseequesnsisheconfirmeyh
code outpstensitiviity BCMsalepersonmbelfortdheoficial
UA 1.0 mviv order is placed.
ucC 2.0 mVIV
code combined erfror
AE 0.05 %fso
code bridge resistance codel accessories
BR 1 3500
BR 2 1000 © (standard) ALOOQ nong¢standard)
4
AG001 witimolexonnector
code| ingress protection grade
IP65 1P65

code el ectri @l connecti m

EA4 cabl e(4-core shidcd PVC cablen, | 3.8 mm,
| ength 250 mm)

0 0 1
O N I O

Explanations of ordering code

Model66Hoadellcap= 10kg, outputensitiv\Aty.OmV/V combinedror 0.05%fslorjidge
resistar@6500 hm.ThengresprotectgoadiesIP65 Thelectricahnectish-corehieldP¥ C
cable, the length is 200 mm instead of the standard 250 mm. No accessories for

Thechangefthecableengtilsconfirmeyh BCMsalegersonnaeddisindicatel@ariythe<<order
conformation>>.

1ISO9001 Certified Comp
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