
PRODUCT OVERVIEW: STRAIN GAUGES OF TEMPERATURE- AND CREEP-COMPENSATION

BCM SENSOR Technologies
 From sensing elements to complete transducers and transmitters

METAL FOIL STRAIN GAUGES FOR SENSOR APPLICATION 

BONDABLE RESISTORSSEMICONDUCTOR STRAIN GAUGES

Linear Strain Gauges

Nominal Resistance

Gauge Factor

Working Temp. Range

350 �Ü, ..., max. 3000 �Ü

constantan: 2.1 ± 0.1,
karma: 2.03 ± 0.17

-195 ~ +200 °C

READ MORE��

Strain Limit up to 20,000 µ�0

Fatigue Life �V107 at 1000 µ�0

Nominal Resistance

Gauge Factor

Working Temp. Range

350 �Ü, ..., max. 3000 �Ü

constantan: 2.1 ± 0.1,
karma: 2.03 ± 0.17

-195 ~ +200 °C

Strain Limit up to 20,000 µ�0

Fatigue Life �V107 at 1000 µ�0

READ MORE��

Strain Gauges with Dual Grids at 90°

Nominal Resistance

Gauge Factor

Working Temp. Range

350 �Ü, ..., max. 3000 �Ü

constantan: 2.1 ± 0.1,
karma: 2.03 ± 0.17

-195 ~ +200 °C

Strain Limit up to 20,000 µ�0

Fatigue Life �V107 at 1000 µ�0

READ MORE��

Multi-axial Strain Gauges

BCM SENSOR offers a wide range of standard products and customized products for OEM applications.
All the standard products from BCM SENSOR can be found on our website by this link: http://www.bcmsensor.com/products/
Should you be interested in our products or have a project where we can offer you the right sensors, please do not hesitate to
send us an e-mail at sales@bcmsensors.com
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Linear Strain Gauges of Half-bridge 

Nominal Resistance

Gauge Factor

Working Temp. Range

350 �Ü, ..., max. 3000 �Ü

constantan: 2.1 ± 0.1,
karma: 2.03 ± 0.17

-195 ~ +200 °C

READ MORE��

Strain Limit up to 20,000 µ�0

Fatigue Life �V107 at 1000 µ�0

Nominal Resistance

Gauge Factor

Working Temp. Range

350 �Ü, ..., max. 3000 �Ü

constantan: 2.1 ± 0.1,
karma: 2.03 ± 0.17

-195 ~ +200 °C

Strain Limit up to 20,000 µ�0

Fatigue Life �V107 at 1000 µ�0

READ MORE��

Linear Strain Gauges of Closed Full-bridge 

Nominal Resistance

Gauge Factor

Working Temp. Range

350 �Ü, ..., max. 5000 �Ü

constantan: 2.1 ± 0.1,
karma: 2.03 ± 0.17

-195 ~ +200 °C

Strain Limit up to 20,000 µ�0

Fatigue Life �V107 at 1000 µ�0

READ MORE��

Diaphragm Strain Gauges of Full-bridge

GB GB(L) GB(AL) GB(BL)

Bondable Resistors for Correction of 
Bridge Circuit of Sensors

Resistance

Working Temp. Range
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0.1 �Ü, ..., max. 95 �Ü

-195~+200°C

5500 ppm/°C (Nickel) for temp. compensation
4300 ppm/°C (Balco) for temp. compensation
20 ppm/°C (Constantan) for trimming of Zero

READ MORE��
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Semiconductor Strain Gauges

Resistance

Gauge Factor

Working Temp. Range

15 �Ü, ..., max. 6000 �Ü

80, ..., 120

-40 ~ +135 °C

READ MORE��

Strain Limit up to 5,000 µ�0

Fatigue Life �V107 at 1000 µ�0

B-seriesN-series

FG(L) FG(BL) FG(CL)

Nominal Resistance

Gauge Factor

Working Temp. Range

350 �Ü, ..., max. 3000 �Ü

constantan: 2.1 ± 0.1,
karma: 2.03 ± 0.17

-195 ~ +200 °C

Strain Limit up to 20,000 µ�0

Fatigue Life �V107 at 1000 µ�0

READ MORE��

Linear Strain Gauges of Open Full-bridge

FF(L) FF(AL)FF(BL) FF(CL)

Nominal Resistance

Gauge Factor

Working Temp. Range

350 �Ü, ..., max. 3000 �Ü

constantan: 2.1 ± 0.1,
karma: 2.03 ± 0.17

-195 ~ +200 °C

Strain Limit up to 20,000 µ�0

Fatigue Life �V107 at 1000 µ�0

READ MORE��

Strain Gauges with Grids at 90° of Full-bridge

EB(A) EB(B)EB

KA KA(A) KCEX EX(A) QX

Nominal Resistance

Gauge Factor

Working Temp. Range

350 �Ü, ..., max. 3000 �Ü

constantan: 2.1±0.1,
karma: 2.03±0.17

-195 ~ +200 °C

Strain Limit up to 20,000 µ�0

Fatigue Life �V107 at 1000 µ�0

READ MORE��

Shear Strain Gauges
of Single Grids Shear Strain Gauges of Dual Grids
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